
mud pump bearing and parts,ADA42207,12BA18

Fluid End:  

Two-piece modular cylinder design is completely interchangeable between modules 

Fast Change™ screw-type valve covers which facilitate quick removal and installation are
standard 

Suction manifold can be equipped with front or side inlet connections 

Discharge piping connects from either side

Piston and liner chambers are easily accessible and fully open

Two-piece piston rod construction allows removal of piston without disturbing liner

Easy-to-operate clamps give positive locking for liners and piston rod assemblies

Spray system cools and lubricates piston and liner surfaces

ZT15000 ZB-6751
ZB10236 ZB-5620

ZB 28515 ZB-11028
ZB8253 ZB-10236
150TDOC8663DC195
3G6

ZB-8662

24052YMW33W45AC
3

ZB-7873

N-2504-B ZB-7081
N-2759-B ZB-6292

NUP464779Q4/C9YA
4

ZB-32000

NUP464775Q4/C9YA
4

ZB-28515

NUP464744Q4/C9 ZB-26250
NUP464776Q4/C9YA

4
ZB-25500

NUP464777Q4/C9YA
4

ZB-23500

4G32828H ZB-22000
4G32836H ZT-16125
4G32840H ZT-15000
4G32844H ZT-14500
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4G32848H ZT-13127
32644H ZT-11812

154836 ZT-10003
5G254936Q 7602-0210-95/96 )

254941QU 7602-0210-95/96
254735Q 65-101-775
354935Q 65-101-958

5G354920Q 65-101-954
23160C3/W33 IB-666/491-35
24072CA/W33 IB-306/3693B

24060CA/W33 ZB-9005
24056CA/W33 ZB-8253
10929/630U ZB-7370
10029/630U ZB-7120
10129/630U ZB-6751
10929/670U ZB-5620
10929/710U ZB-11028
20929/530 ZB-10236
20329/530 ZB-8662
20929/500 ZB-7873
20329/500 ZB-7081
229/723Q ZB-6292
92984Q ZB-32000

929/558.8Q ZB-28515
928/660.4Q ZB-26250
929/660.4Q ZB-25500
928/508Q ZB-23500
929/840U ZB-22000
228/600Q ZT-16125

228/666.75Q 7602-0212-98
30228/630Q 7602-0212-98

2097164 7602-0210-93/94
2097172 7602-0210-95/96
97860 65-101-775
97960 65-101-958
4G32836H5691/600 65-101-954

5691/500 IB-666/491-35
5691/630 IB-306/3693B
1689/520 ZB-9005
1689/620 ZB-8253
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